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Sl. Name of Equipment Make/Model No. Rate per Unit GST % Remarks
No.

1 X-ray machine 600mA

Technical Specification:-

Sl. Specification Confirm
No (yes/No)
1 TYPE OF 600mA-125KVP full wave solid state silicon rectified x-ray generator for
GENERATOR radiography as per IS: 7620 Part-I.
2 KV RANGE RADIOGRAPHY: 35 to 125 KVP
3 mA OUTPUT Small Focus:  50mA
100mA
Large Focus: 200mA
400mA
600mA
4 TIMER Solid state electronic timer with timing range from 0.01 to 5 Sec. (in 24
(RADIOGRAPHY) | steps).
5 CONTROL Control panel consists of ON and OFF switches with voltmeter and
ampere meter.
For tube safety, quick trip-overload circuit breaker and inbuilt electronic
system to block factors beyond specified tube rating is provided.
Tube overload indicator is also provided.
Digital display of active KVP is also provided.
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Ready and exposure switches are also provided on the control panel.

6 HV Compact heavy duty transformer comprising HV silicon rectifiers, HT
TRANSFORMER | transformer, filament transformer, federal bushings all immersed in
high dielectric strength oil.
7 COLLIMATOR One manual collimator is provided.
8 TUBE UNIT 1 No. dual focus rotating anode X-Ray tube having following focal spots:

Small focus: 1mm

Large Focus: 2mm

Power Outpu

At Small focus: 21KW

At Large Focus: 43KW

Anode Heat Storage Capacity: 140KHU.

The X-Ray tube is thermally protected.

9 HV CABLE One pair of high voltage cables of suitable length with straight sleevings

10 STAND (FC) Floor to ceiling stand and with counter tube head (| +
180 degree) 360 degree rotatable; mounted on floor ceiling rails for
convenient movements

11 ACCESSORIES 2-step hand switch with retractable cord for exposure— 01 No.

12 POWER SUPPLY | 400-440V AC, 50 Hz, three phase — max. allowable line regulation + 10%.
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